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GA = Guide d’Application 
BO = Boucle Ouverte 
BF = Boucle Fermée 

 
GA_iC2-Micro BO Commande de couple 0-10V 
GA_iC2-Micro BO Commande de vitesse 0-10V 
GA_iC2-Micro BO Commande de vitesses multiples 
GA_iC2-Micro BO Commande de vitesse 0-10V sur impulsion 
GA_iC2-Micro BO Plus vite / Moins vite 
 
GA_iC2-Micro BF Contrôle de process 
 

 

 

 

 

 

 

 

 

 

https://ftp.danfoss.com/public/file/V9--K6UFnkaTlj4Ujt67Sw/GA076A_2311_iC2-Micro_BO%20Commande%20de%20couple%200-10V.pdf
https://ftp.danfoss.com/public/file/V9--K6UFnkaTlj4Ujt67Sw/GA076A_2311_iC2-Micro_BO%20Commande%20de%20couple%200-10V.pdf
https://ftp.danfoss.com/public/file/il_RWwIJ6k2grAgEYlGuDw/GA077A_2311_iC2-Micro_BO%20Commande%20de%20vitesse%200-10V.pdf
https://ftp.danfoss.com/public/file/il_RWwIJ6k2grAgEYlGuDw/GA077A_2311_iC2-Micro_BO%20Commande%20de%20vitesse%200-10V.pdf
https://ftp.danfoss.com/public/file/AKE2Cm9ZDUigZ56I8s1yiw/GA078A_2311_iC2-Micro_BO%20Commande%20de%20vitesses%20multiples.pdf
https://ftp.danfoss.com/public/file/AKE2Cm9ZDUigZ56I8s1yiw/GA078A_2311_iC2-Micro_BO%20Commande%20de%20vitesses%20multiples.pdf
https://ftp.danfoss.com/public/file/zJ-tvuJdvkaB-0U6j5RDig/GA079A_2311_iC2-Micro_BO%20Commande%20de%20vitesse%200-10V%20sur%20impulsion.pdf
https://ftp.danfoss.com/public/file/zJ-tvuJdvkaB-0U6j5RDig/GA079A_2311_iC2-Micro_BO%20Commande%20de%20vitesse%200-10V%20sur%20impulsion.pdf
https://ftp.danfoss.com/public/file/eN-sdPtrJUK4qF-fqb4-IA/GA080A_2311_iC2-Micro_BO%20Plus%20vite_Moins%20vite.pdf
https://ftp.danfoss.com/public/file/9RLIf-wlv06D8MYtkdA3lw/GA081A_2311_iC2-Micro_BF%20Contr%C3%B4le%20de%20process.pdf

